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DIAMETER / THICKNESS /f MATERIALS DETECT :
ELECTRONIC COIN SELECTOR

CPU ANTI-TRICK SYSTEM PREPARE
CYCLICAL LOCKOUT 3 TIMES AUTOMATIC DETECT COIN SPECIFICATION

. ] . . . Diameter: 18mm~31mm
1 sttime/ 10sec * 2nd time / 10sec - 3nd time / 25sec Thickness: 1.2mm~3.0mm

STEP 1
E
Change the right coin for use from the clamp ¥ gc?ltazgz%lgf%?”

Current: 150mA

CHARACTERISTICS
1. CAPABILITY: Suitable for various coins.
2. EASY USAGE: Coin selecting on basis
of diameters, thickness, and materials.
3. MULTIPLE ANTI-STRINGING: CPU
programmed coin drop speed and timing
control; abnormal movements detect; 3
times rotating shutdown equipped.
4. SYNCHRONIZATION: Adjustable
TIMER SWITCH of 3 speeds control.
5. SENSITIVITY: VR tunning upgrades the
acceptance of coins.
% 6. Inhibit: Contain bidirecter Control
function can Enable and disable

Drop Inserting Type & Inhibit function

STEP 2
Adjust the right insert size for use from the front
panelin back side.

STEP 3

Select the right mode: Normal Open/ Normal Close
"TIMER SWITCH" for synchronizing your system
100ms(Slow Speed /Long Pulse)

50ms(Medium Speed / Medium Puise)
20ms(Fast Speed / Short Pulse)

STEP 4

Adjust VR tunning

clockwise: strict selection
anti-clockwise: slack selection

STEP 5 : :

Connect way TYPE: 08CS/0801CS TYPE: 081CS/0811CS machine action.

O+— White line Normal Close (N.C.) 'O}— White line —— Normal Close (N.C.) ® CPU programmed anti-stringing
Ot1— Green line Normal Open (N.O.) O1— Green line —— Normal Open (N.O.) ® 3 times rotating shutdown
Or—Gray line —— c oMt O+— Gray line ——— Inhibit / High (3V~12V) u "

O1— Yellow ling — ~ONNecioreier O+ Yellow line—— Inhibit / Low (< +1V) Coin drop speed detect
O7—Redline —— DC+ 12V Ot—Redline ——— DC+12V B Abnormal movements detect

' O1— Black line —— GND (Ground) 'O1—Black line —— GND (Ground)




